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: — | IN AN EAST-WEST DIRECTION A. INSTALL 10 FT. BREAKAWAY PEDESTAL POLE WITH PEDESTRIAN SIGNAL HEAD
| - AND PUSHBUTTON AND R10-4(1) SIGN. (INSTALL 1-2 IN. SCHEDULE 80, 90
J.5. 40 15 ASSUMED TO RUN f DEGREE PCOLYVINYL CHLORIDE ELECTRICAL CONDUIT BEND IN PEDESTAL BASE)
IN AN EAST-WEST DIRECTION B. USE EXISTING STRAIN POLE AND INSTALL PEDESTRIAN SIGNAL HEAD WITH PUSHBUTTON
AND R10—4(1) SIGN AND 15 FT. STREET LIGHTING ARM WITH A 250 WATT HIGH
ONLY e PRESSURE SODIUM VAPOR LUMINAIRE.
R3-5 (L) RI-5(E),  R3-5(MOD.) ﬁﬁrgm* C. USE EXISTING STRAIN POLE AND INSTALL 15 FT. STREET LIGHTING ARM WITH A
(307 X 36”1 (30" X 36"} (307 X 36" (5" % 127 — — 250 WATT HIGH PRESSURE SODIUM VAPOR LUMINAIRE. _ _
SPECIAL NOTE D. INSTALL 2 IN. SCHEDULE 80, RIGID PDLYVINYL CHLORIDE ELECTRICAL CONDUIT (TRENCHED).
R o | E. INSTALL 4 IN. SCHEDULE 80, RIGID POLYVINYL CHLORIDE ELECTRICAL CONDUIT (SLOTTED).
CONTRACTOR SHALL CDORDINATE WITH F. USE EXISTING HANDHOLE.
GENERAL NOTES | ALLEGHANY PDWER TO DE~ENERGIZE G. USE EXISTING CONDUIT.
{| ELECTRIC SERVICE TO TRAFFIC SIGNAL TO|[H. USE EXISTING BASE MOUNTED CABINET AND CONTROLLER AND INSTALL 3 IN. SCHEDULE
1. INSTALL LOOP DETECTORS PRIOR TG THE INSTALLATION OF PAVEMENT MARKINGS. {| INSTALL STREET LIGHTING BRACKET IN 80, 90 DEGREE POLYVINYL CHLORIDE ELECTRICAL CONDUIT BEND IN CABINET BASE.
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THE CONSTRUCTION SO THAT ALL UTILITIES MAY BE LOCATED IN TH ELD. :
IF THE CONTRACTOR PERCEIVES THAT A CONFLICT BETWEEN THE UTILITIES AND N. émgléég ?NFI, §¢3gwi§fuii;§ﬂ? ﬁfNDING) QUADRUPOLE TYPE LOOP DETECTOR
THE TRAFFIC SIGNAL EQUIPMENT WILL OCCUR, THE CONTRACTOR SHALL NOTIFY 0. INSTALL 1 IN. GALVANIZED E!Eé%Rf%AL CONDUIT (DETECTOR WIRE SLEEVE)
THE APPOPRIATE PROJECT ENGINEER IMMEDIATELY SO THAT THE CONFLICT MAY | | D INSTALL 1 IN. GALVANIZED ELECTRIGAL CONDUIT (DETECTOR WIRE SLEEVE).
BE RESOLVED. (DETECTOR WIRE SLEEVE). -
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ﬂfﬁf%?:j GENERAL NOTES
tif | 1. ALL UNDERGROUND AND OVERHEAD UTILITIES SHOWN ON THESE PLANS
L | , ARE SCHEMATIC ONLY AND MAY NOT BE COMPLETE. THE CONTRACTOR
NEMA PHASING CONSTRUCTION DETAILS FLASHING SHALL BE RESPONSIBLE FOR NOTIFYING MISS UTILITY PRIOR TO THE
OPERATION %DN%TRUCTIDN SO THAT ALL UTILITIES MAY BE LOCATED IN THE FIELD.
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